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solid pumping solutions

N2SG 40-26 EN 733 STANDARD PUMP
2900 rpm
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Test to UNI EN ISO 9906 level 2 - Test liquid: water (p = 1000 kg/m?®, kinematic viscosity v = 1 mm?/s)
Tolerance on performance curves to UNI EN ISO 9906 Annex A
PERFORMANCE DATA
Motor Capacity
Code Type P2 Rated IIs | 0 2 4 6 8 10 | 12 | 13 | 14 | 15 | 16 | 17
[kW] | HP] |m¥%h| O | 72 | 144 | 216|288 | 36 | 432|468 | 504 | 54 | 57,6 | 61,2
10037969 N2SG 40-26.205 15 20 57,2 | 56,5 | 55,9 | 55 | 52,8 | 48,7 | 40,3 | 34,7
10037970 N2SG 40-26.220 15 20 65 | 647 |645| 64 | 61,8 |584 | 509 | 456 | 38,7
10035046 N2SG 40-26.235 185 | 25 [':1] 74 | 74 | 737|731 |71,2|681 628|584 528|453
10036622 N2SG 40-26.250 185 | 25 875|875 (872|862 | 84 812|759 |725]|681]625| 55
10032196 N2SG 40-26.264 22 30 97,8 | 97,5 [ 972 | 959 | 94 | 91,2 | 86,8 | 83,7 | 80 75 69 | 60,3
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DIMENSIONAL DATA
Pump Shaft Weight | A | B | H |Area| Vol
T DNA | DNM K :
ype a|f|h|h|b|m|m|n|n|n|h|s |s|w| p|d]|]I | kgl | imm]|[mm] |[mm] | [m7] | [m]

N2SG 40-26 65 | 40 |100(360|180|225| 65 |125| 95 [320 (250|110 14 | 14 | 14 |267 (100 | 24 | 50 | 8x7 61 320 | 460 | 405 | 0,15 | 0,06
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