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solid pumping solutions

N2SG 80-32 EN 733 STANDARD PUMP
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Liquid temp.: -10°C +120°C = 2
Max. ambient temp.: +40°C P L i
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Test to UNI EN ISO 9906 level 2 - Test liquid: water (p = 1000 kg/m?®, kinematic viscosity v = 1 mm?/s)
Tolerance on performance curves to UNI EN ISO 9906 Annex A
PERFORMANCE DATA
Motor Capacity
Code Type P2 Rated I/s 0 10 20 30 40 50 60 65 70 75 80
[kW] | [HP] | m%h 0 36 72 108 | 144 | 180 | 216 | 234 | 252 | 270 | 288
10038021 N2SG 80-32.255 75 100 958 | 948 | 928 | 89 | 838 | 757 | 62 | 51,7
10038022 N2SG 80-32.280 75 100 H |107.8|107,5|106,8|104,8|101,2| 951 | 85,1 78
10038023 N2SG 80-32.300 110 150 (m] 124,21 123,9 | 12,5 | 120,5 | 116,9 | 111,5 | 102,8 | 96,8 | 88,8
10038024 N2SG 80-32.329 132 180 149,6 | 149,3 | 148,3 | 146,3 | 142,9 | 137,9 | 130,9 | 125,9 | 119,5 | 111,8 | 100,8
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DIMENSIONAL DATA
Pum| Shaft ;
Type DNA | DNM P Key Weight | A | B | H Areza Vol.
a|f|h|h|b|m|m|n |n|n|h|s |s|w|p]|[d]] [kg] |[mm] | [mm]|[mm]| [m?] | [m]
N2SG 80-32 100 | 80 [125[470(|250(315| 80 (160 (120(400|315(110| 16 | 18 | 14 |342|125| 32 | 80 | 10x8 120 400 | 595 | 565 | 0,24 | 0,13
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